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INSTRUCTION MANUAL - HARDWARE PACKAGES

44-11249 - MSDHB-18T34-122 MAX Stordry 18'-34' - 122" Wide - Hardware Box

Use With: 18'-34' Stordry Canopies, in 68", 88", 108", and 122" Widths

Part # 44-11250 - Bag A: MAX Stordry Rail Splice Hardware

(4) 33-11191 - Stordry Rail Connector Splice

(12) 22-12120 - 3/8" Aluminum Nylock Nut

Part # 44-11251 - Bag B: MAX Stordry End Bow Hardware

(12) 22-11163 - 1/4" x 1-1/2" Stainless Steel Phillips Pan Head Screw

Part # 44-11252 - Bag D: MAX Stordry Ridge Cap Hardware

(16) 22-11162 - 1/4" x 1-1/2" Stainless Steel Carriage Bolt

(8) 22-11154 - 1/4" x 3/4" Stainless Steel Carriage Bolt

(24) 22-12123 - 1/4" Aluminum Nylock Nut

Part # 44-11253 - Bag D: MAX Stordry Canopy Upright Angles and Hardware

(8) 33-11207 - Stordry Slotted Canopy Angle

(8) 22-11190 - 3/8" x 1" Stainless Steel Hex Bolt

44-11756 - MSDHB-18T34-144 MAX Stordry 18'-34' - 122" Wide - Hardware Box

Use With: 18'-34' Stordry Canopies, in 144" Width

Part # 44-11250 - Bag A: MAX Stordry Rail Splice Hardware

(4) 33-11191 - Stordry Rail Connector Splice

(12) 22-12120 - 3/8" Aluminum Nylock Nut

Part # 44-11251 - Bag B: MAX Stordry End Bow Hardware

(12) 22-11163 - 1/4" x 1-1/2" Stainless Steel Phillips Pan Head Screw

Part # 44-11755 - Bag D: MAX Stordry Ridge Cap Hardware

(18) 22-12009 - 1/4" x 3" Stainless Steel Carriage Bolt

(12) 22-11154 - 1/4" x 3/4" Stainless Steel Carriage Bolt

(30) 22-12123 - 1/4" Aluminum Nylock Nut

Part # 44-11253 - Bag D: MAX Stordry Canopy Upright Angles and Hardware

(8) 33-11207 - Stordry Slotted Canopy Angle

(8) 22-11190 - 3/8" x 1" Stainless Steel Hex Bolt

44-11577 - MSDHB-14T16-122 MAX Stordry 14'-16' - 122" Wide - Hardware Box

Use With: 14'-16' Stordry Canopies, in 68", 88", 108", and 122" Widths

Part # 44-11251 - Bag B: MAX Stordry End Bow Hardware

(12) 22-11163 - 1/4" x 1-1/2" Stainless Steel Phillips Pan Head Screw

44-11824 - MSDHB-14T16-144 MAX Stordry 14'-16' - 144" Wide - Hardware Box

Use With: 14'-16' Stordry Canopies, in 144" Width

Part # 44-11251 - Bag B: MAX Stordry End Bow Hardware

(12) 22-11163 - 1/4" x 1-1/2" Stainless Steel Phillips Pan Head Screw

Part # 44-11251 - Bag B: MAX Stordry End Bow Hardware

(12) 22-11163 - 1/4" x 1-1/2" Stainless Steel Phillips Pan Head Screw

Part # 44-11816 - Bag D: MAX Stordry Ridge Cap Hardware

(10) 22-11162 - 1/4" x 1-1/2" Stainless Steel Carriage Bolt

(5) 22-11154 - 1/4" x 3/4" Stainless Steel Carriage Bolt

(15) 22-12123 - 1/4" Aluminum Nylock Nut

Part # 44-11253 - Bag D: MAX Stordry Canopy Upright Angles and Hardware

(8) 33-11207 - Stordry Slotted Canopy Angle

(8) 22-11190 - 3/8" x 1" Stainless Steel Hex Bolt

(12) 22-11173 - 3/8" Brass Nylock Nut

Part # 44-11251 - Bag B: MAX Stordry End Bow Hardware

(12) 22-11163 - 1/4" x 1-1/2" Stainless Steel Phillips Pan Head Screw

Part # 44-11823 - Bag D: MAX Stordry Ridge Cap Hardware

(10) 22-12009 - 1/4" x 3" Stainless Steel Carriage Bolt

(5) 22-11154 - 1/4" x 3/4" Stainless Steel Carriage Bolt

(15) 22-12123 - 1/4" Aluminum Nylock Nut

Part # 44-11253 - Bag D: MAX Stordry Canopy Upright Angles and Hardware

(8) 33-11207 - Stordry Slotted Canopy Angle

(8) 22-11190 - 3/8" x 1" Stainless Steel Hex Bolt

(12) 22-11173 - 3/8" Brass Nylock Nut



INSTRUCTION MANUAL - MAINTENANCE PROCEDURES

Maintenance Instructions:

Monthly: 

Check Stordry Canopy for broken bungees, ripped seams, or frays in the fabric. 

Spring and Autumn:

Properly maintaining your Stordry Canopy is vital for safe usage and will  help ensure the canopy will provide many years of service. Your local dealer can assist in 

recommending a Max-Certified professional to assist if needed.

1) Inspect all hardware for damage, wear, or loosening. Tighten or replace as necessary.

2) Inspect the framework, all bows, and Main Rails for damaged parts, cracks, or any extreme or unusual wear.

3) It is imperative that the fabric is removed from the Stordry Canopy Frame when the boat will be absent for an extended period of time, or for the periods of the year 

when snowfall is possible. The framework and fabric are not designed to support snow load. A lift with a canopy and fabric installed is highly susceptible to wind damage 

in the form of rolling over or flipping in high winds. 

4) Maintain a taut fabric by using the Fit Adjusters as necessary. DO NOT OVER TIGHTEN THE FABRIC. A taut fabric will provide better wear resistance from flapping and 

chafing. 

4) Maintain a taut fabric by using the Fit Adjusters as necessary. DO NOT OVER TIGHTEN THE FABRIC. A taut fabric will provide better wear resistance from flapping and 

chafing. 
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INSTRUCTION MANUAL - STEP 1: ASSEMBLING THE MAIN RAILS

NOTES:

Reference Number Part Number: Description: Quantity:

1 44-11216 Stordry Adjuster Assembly Complete Right Side w/ Sticker & Hardware 1

2 44-11215 Stordry Adjuster Assembly Complete Left Side w/ Sticker & Hardware 1

3 44-11250 Stordry Hardware Bag A - Shown in green 1

4 33-11133 Stordry 5" Hex Machined - Part of each rail set Varies
5 22-11190 3/8" x 1" Stainless Steel Hex Bolt Varies

6 22-11173 3/8" Brass Nylock Nut Varies

7 33-11122 Canopy End  Diagonal Brace - Part of each rail set 4

2

A - Slide the two Main Side Rails together as shown  - the Fit Adjuster (#1 and #2)  is typically toward the shore end of the lift, or the bow of the boat. Secure with the plates and nylock nuts 

from Stordry Hardware Package A (#3 - Shown in green) - one plate  on the top and bottom of each rail. On 26', 30', 32', and 34' Canopies, a Bow Mounting Stud (#4) takes the place of one of 

the nylock nuts from Stordry Hardware Package A on the top plate (both sides - See #5).

B - Note the approximate position of the bolts in the tracks - these should be preloaded from the factory (See #6), and will be used for the Canopy Uprights in a subsequent step

C - Note the orientation of the Canopy End Diagaonal Brace (#7, each corner). Be sure to orient them as shown - some kits may be packaged differently for shipping purposes.

D - The Fit Adjusters (#1 and #2) should come from the factory in the fully retracted position, making the rail as short as possible. This will make installing the fabric much easier.



1

2

3

INSTRUCTION MANUAL - STEP 2:  ASSEMBLING AND INSTALLING THE CANOPY UPRIGHTS

NOTES:

Reference Number Part Number: Description: Quantity:

1 44-11270 Hardware Bag Canopy Uprights 3Ft. Thru 6 Ft. - Part of #2 - See Below 1

2 55-11271, 55-11270, or 55-11273 Stordry  3', 4', or 6'  Canopy Tracked Upright Kit -  Fits: 4K & Up Lifts -  w/Hardware 1

3 44-11253 Stordry Hardware Bag E 1

*Not Shown 55-11272, 55-11426, 55-11620, 55-11427 Stordry 3', 4', 16" (for 15068" Lift), or 6' Canopy Upright Kit - Fits: 1.5K-3.5K Lifts - w/ Hardware 1*

A - CAREFULLY insert the bolts from the hardware bag attached to the Canopy Uprights into the towers of the lift, with the head of the bolt inside the tower. USE CAUTION NOT TO DROP THE 

BOLT INTO THE TOWER. Thread the nut onto the bolt.(See Detail 1). For the 2K or 3K lifts, simply through bolt directly through the tower to secure the uprights.

B - Mount the Angles from Stordry Hardware Bag E (#3) to the Canopy Uprights, even with the top. For the 4K-7K, slide the bolts into the track, and secure the angle with a nut on the outside. 

Tighten the bolt and nut as far from the top of the Canopy Upright as possible. Bolt through both angles and uprights on the 2500 and 3500 lb lift uprights. (See Detail 2 and 3).

C - Insert the Canopy Uprights into the tower by rotating the bolt in the tower until it lines up with the track, allowing the Canopy Upright to fully slide into the tower.

Detail 1 - 4K-7K

Detail 2 - 4K-7K

Detail 3 - 2K-3K



INSTRUCTION MANUAL - STEP 3:  MOUNTING THE ASSEMBLED RAILS TO THE ASSEMBLED CANOPY UPRIGHTS                   . 

NOTES:

A - Place the assembled Main Rails on the assembled Canopy Uprights (installed on lift). Place such that the canopy will provide optimal coverage for the watercraft. Typically, the bow of the 

boat will protrude further out of the lift than the stern, requiring more canopy to overhang to cover the front of the boat than the rear. Use the bolts and nuts already assembled into the rail 

to secure to the Canopy Uprights (See Detail 1).

B - The rails should be positioned evenly for a good fit when installing the End Bows (in the next step). Use a tape measure to place each Main Rail at the same position.  If it's determined that 

the canopy should be adjusted for better coverage once it's completely installed, these bolts and nuts can be loosed and the canopy can be slid forward or backward to provide better 

coverage.

Detail 1
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INSTRUCTION MANUAL - STEP 4:  INSTALLING THE END BOWS

Detail 1

Remove this Bolt/Nut

NOTES:

Reference Number Part Number: Description: Quantity:

1 See Chart Stordry  Closed End Bow Assembly 1

2 See Chart Stordry Open End Bow Assembly 1

3 44-11251 Stordry Hardware Bag B 1

A - To install the Open- or Closed- End Bow onto the Main Rails, first remove the bolt and nut from the end bow, shown in Detail 1. Leave the nut on the bolt, as shown. Do not remove the 

hexagon extrusion from inside the bow.  NOTE - The Open-End Bow is an OPTION to replace a Closed End Bow, and should be used at the stern of the boat, where the watercraft enters the 

lift, and at the OPPOSITE end of the Main Rail as the Fit Adjuster.  An Open- End Bow requires a special Open- End Fabric.

B - The ends of the Main Rails are tapped to accept the screws from Hardware Bag B (See #3). Place the End Bow up to the end of the Main Rails with the small diameter hole toward the 

outside. (See Detail 1). Start all screws before tightening them completely.

C - Insert the bolt with the nut through the Canopy End Diagonal Brace and thread into the hexagon extrusion inside the End Bow (See Detail 1 and 2). Repeat at each corner.

Detail 2Small Diameter Hole

Closed-End Bow 

Assemblies - By size:

68" - 44-11757

88" - 44-11235

108" - 44-11594

122" - 44-11227

144" - 44-11638 

Open-End Bow 

Assemblies - By size:

68" - NA     .

88" - 44-11709

108" - 44-11595

122" - 44-11226

144" - 44-11641
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